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Installation and removal of a Trenz Electronic USB FX2 (third generation) device driver on a Microsoft Windows 8 (64 bit) 
operating system connected to a Trenz Electronic USB FX2 device with third generation v. 3.x firmware.

TE USB FX2 device driver - Windows 8 64 - automatic installation

operating system: Microsoft Windows 8 (64 bit)
VID / PID = 0x0BD0 / 0x0300
driver: TE_USB_FX2 (Trenz Electronic USB FX2 device driver)
note: automatic installation on a fresh operating system

TE USB FX2 device driver - Windows 8 64 - manual installation

operating system: Microsoft Windows 8 (64 bit)
VID / PID = 0x0BD0 / 0x0300
driver: TE_USB_FX2 (Trenz Electronic USB FX2 device driver)
note: manual installation on a fresh operating system

TE USB FX2 device driver - Windows 8 64 - removal

operating system: Microsoft Windows 8 (64 bit)
VID / PID = 0x0BD0 / 0x0300
driver: TE_USB_FX2 (Trenz Electronic USB FX2 device driver)
note: removal from a fresh operating system

http://www.youtube.com/playlist?list=PL_T7L7yrNs4kcPBHIy7gSPWNKp6m7XQy1
http://www.youtube.com/playlist?list=PL_T7L7yrNs4kcPBHIy7gSPWNKp6m7XQy1
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